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SATOL DRAIN

USAGE INSTRUCTION FORMULATION
Chlorine
Caustic 

2-10%
30 - 40%

SATOL DRAIN is a ready to use highly concentrated bio-formulation
designed speci cally for the maintenance of grease traps, drains and
sewage pits.

BENEFITS:

SPECIFICATION
Form
Appearance
Odour
Speci c Gravity
Solubility
pH 

cleaning products for professional, 
janitorial and industrial use

R  

PACKAGING :
5 kg and 20 kg

containers

Dose 300 - 700 ml SATOL DRAIN with the
automatic SATOL dosing system per day
to the drain system/grease trap for main-
tenance. Preferably add the product up
stream to grease trap after cleaning at
the end of the day
Typical dosages in relation to grease trap
sizes:
Grease trap size Dosage/day
<500 L 300 - 400 ml
500 - 1000 L 400 - 600 ml
> 1000 L 700 ml 

SATOL DRAIN is a ready to use highly concentrated bioformulation designed
speci cally for di cult grease applications such as . It contains a high level of
bacterial spores selected for e ective grease removal.
SATOL DRAIN is a formulation, which incorporates biological support ingredi-
ents and essential growth factors, which promote improved performance in
grease environments. The unique formulation works in both aerobic and
anaerobic environment.
SATOL DRAIN incorporates an innovative proprietary inhibitory system that
allows for excellent product stability and also functions when in use as essen-
tial growth stimulant for superior germination and outgrowth.
SATOL DRAIN is speci cally designed to block the production of odour by
naturally occuring bacterial populations. This unique formulation inhibits the
normal biological production of odour causing gasses (such as H2S) that are
associated with anaerobic conditions in grease traps and drain lines.

: Clear Liquid
: Colourless
: Characteristics
: 1.4±0.50 g/cm3
: 100% water soluble
: 13.0±0.5 in 1% solution
11.00±0.5 in Concentrate

Superior grease biodegradation keeps the drain
grease free.
Superior germination and outgrowth results in
increased bacterial activity in a variety of organic
waste applications.
Enhanced performance under aerobic and anaero-
bic conditions .
Removes bad odours from drain systems.
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Drain Cleaner


